
PT31AV
THERMOSTATICALLY OPERATED

AIR VENT

Local regulations may restrict the use of this product below the conditions quoted. Limiting conditions refer to standard connections only.
In the interest of development and improvement of the product, we reserve the right to change the specifications without prior notice.

ENGINEERING PVT LTD

ISO 9001 : 2000 CERTIFIED COMPANY

LIMITING CONDITIONS:
PMO: Max. operating pressure 22 kg /cm (g)

TMO: Max. operating temperature 250°C
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DESCRIPTION:
The PT31AV air vent is designed to remove air and non-
condensible gases from steam systems. The removal of
these gases is important for achieving better start-up
efficiency and heat transfer in normal running.

No. PART MATERIAL QTY.

SIZES : 8, 10, 15, 20 mm NB (¼", ", ½", ¾")

CONNECTIONS: Screwed (BSP, BSPT, NPT) /
Socket weld.

MATERIAL:
(Nos.)

1. BODY 01

2. COVER 01

3. CONTROLLER STAINLESS STEEL 01

4. STRAINER SCREEN AISI 304 01

5. GASKET COPPER 01

Non IBR / IBR1

A 351 CF 8

A 351 CF 8

83

INSTALLATION:
Preferably vertical with inlet from below.

AVAILABLE SPARES:

HOW TO ORDER

Controller, Strainer screen, Gasket.

PT31AV, 15 NB, BSP, NIBR

(ºC)
(g))

ORDERING INFORMATION:
1) Inlet Pressure (kg/cm
2) Operating Temperature
3) Size & Model
4) End Connections
5) IBR / NON-IBR
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DIMENSIONS: (approx.) in mm.

WEIGHT (kg.)SIZE
¼", ",½", ¾"
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Adm. Office :L 14, Ganraj Estate, Pune - Sholapur Road, Hadapsar, Pune 411013, INDIA.
Telefax : +91 (0) 20 2687 5964.
Marketing :Tel. +91 (0) 937100 5803 / +91 (0) 20 2698 9709 Telefax: +91 (0)20 2698 9470 / 20 2698 9709.
Email: pennant@vsnl.com / enq@pennantindia.com Website:http:/www.pennantindia.com

S.No. 116 (New), Gat No. 976 (Old), Wadki, Taluka Haveli, Pune - 412 308, INDIA.
Tel: +91 (0) 20 2698 9709 Telefax: +91 (0) 20 2698 9470
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1Indian Boiler Regulations


